
                       JIANGSU CHANGJIANG ELECTRONICS TECHNOLOGY CO., LTD 
                           

                            SOD-323 Plastic-Encapsulate Diodes 
 

  

 MMSZ5221CS-MMSZ5259CS ZENER DIODE 
  

FEATURES 

 Planar Die Construction 
 Ultra-Small Surface Mount Package 
 General purpose, Medium Current 
 Ideally Suited for Automated Assembly Processes 

   
 
 
 

Maximum Ratings (Ta=25℃ unless otherwise specified)   

Characteristic Symbol Value Unit 
Forward Voltage (Note 2)          @ IF = 10mA VF 0.9 V  
Power Dissipation(Note 1) Pd 200 mW 
Thermal Resistance, Junction to Ambient Air RθJA 625 ℃/W

Notes: 1. Device mounted on ceramic PCBS; 7.6 mm x 9.4 mm x 0.87 mm with pad areas 25 mm2. 
2. Tested with pulses, Tp≤1.0ms. 
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Junction Temperature             Tj 150 Ѿ  

 Storage Temperature Range Tstg -55~+150 Ѿ  



 

ELECTRICAL CHARACTERISTICS

 Ta=25℃ unless otherwise specified 
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SOD-323 Package Outline Dimensions 

SOD-323 Suggested Pad Layout 

Min Max Min Max
A 1.000 0.039

A1 0.000 0.100 0.000 0.004
A2 0.800 0.900 0.031 0.035
b 0.250 0.350 0.010 0.014
c 0.080 0.150 0.003 0.006
D 1.200 1.400 0.047 0.055
E 1.600 1.800 0.063 0.071

E1 2.500 2.700 0.098 0.106
L

L1 0.250 0.400 0.010 0.016
θ 0° 8° 0° 8°

0.475 REF 0.019 REF

Symbol Dimensions In Millimeters Dimensions In Inches
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SOD-323 Tape and Reel




